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Product features

® MaTepujan: cneuujarieH XpoM BaHaanyM Yesnuk
® 3aBpluHa nospLunHa: ¢ocdaTHa no craHaapa ISO 9717

®  [IBOKOMMOHEHTHU POBYCHWU M30IMPAHU PaYKu

MpeaHocTu:

® jaK MeTaneH npodun 3a cterare co obiora 3a efiekTpuka
® rojayaH denep 3a NoBp3yBar-€ 3a NoosnoTpajHa ynorpeda

® KBagpaTHMOT Npodun Aasa noAobap KOHTAKT 04 KNacMYHUOT NPodUI 3a cTerare

Ynotpeo6a:

® 33 kaben v 06suBkMu 0,08 - 10mMm2/AWG28 - 7
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* CNUK1TE Ha npoussoaunTe ce cMMOoSIMYHKU. CUTe AMMEH3UM Ce BO MM, TeXuUHaTa e Bo rpamMoBu. Cute
HaBeAEeHV AMMEH3NM MOXe Aa Ce PasfiMKyBaaT BO HMBO Ha TonepaHuuja

Usage (pictures)




Frequently asked questions

Why is it necessary to use crimping pliers for cable connections? Why not simply use
combination pliers?

When working with cable connections, you must use crimping pliers because this is the only way to
press the connections together correctly and accurately. This is a requirement for the safety of the
joints and provided for by the grooves/shapes on the pliers.



