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Product features

® MaTepujan: cneuujaneH YenuueH num

® 4enyCTu KOBaHW OZ cneuujanieH Yenuk 3a anar, LenocHO nojavyaH v KaneH
® [1BO3rNO6GHMOT CMCTEM OBO3MOXYBA jaKk CTUCOK CO MasiKy Hamnop

® poBYyCHU payku M30NMPaHKU CO NIACTUYHU HaBaKu

® CO NpOMeHNnMBa rnasa-AononHUTENEH Aen

® 3aBpluHa nospwuHa: ¢ocdarHa no ctaHaapa 1ISO 9717

Ynotpeba:

® 3a usonupanHu tepmuHanu (0,5-6 mm2)

M ® L -

602327 05-6 226 575



* CnvkuTe Ha npousBoaunTe ce cuMOonMyHu. CuTe AMMEH3MK ce BO MM, TeXunHaTa e Bo rpamoBu. Cute
HaBeAeHN AMMEH3UM MOXE [a Ce pasfinkyBaaT BO HMBO Ha TonepaHuuja

Usage (pictures)

Spare parts
"
b PesepsHu aenoeu 3a apt. 428/4

Frequently asked questions

Why is it necessary to use crimping pliers for cable connections? Why not simply use
combination pliers?

When working with cable connections, you must use crimping pliers because this is the only way to
press the connections together correctly and accurately. This is a requirement for the safety of the
joints and provided for by the grooves/shapes on the pliers.



